
Erste Schritte - TOM-Audio acustra®
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Stellen Sie sicher, dass alle Sen-
der (acustra® Speaker) und Emp-
fänger (acustra® Listen & Talk) 
ausgeschaltet sind. 

Lila blinkend:  Verbindung noch  
	            nicht hergestellt. 
Blau blinkend: Kopplung erfolg-		
	            reich. 
Warten Sie, bis alle Empfänger 
blau blinken. 

Halten Sie am Sender gleichzeitig 
die Einschalttaste und die Plus-Tas-
te ca. 3 Sekunden lang gedrückt, 
bis die LED-Anzeige lila leuchtet. 
Dann beide Tasten loslassen – der 
Sender ist jetzt im Pairing-Modus 
(lila blinkend). 

Drücken Sie nochmals die Ein-
schalttaste am Sender – jetzt 
leuchten alle LEDs blau. 
 
→ Die Gruppenkopplung ist  
    abgeschlossen. 

Halten Sie am Empfänger die Ein-
schalttaste und die Plus-Taste ca. 
3 Sekunden lang gedrückt, bis die 
LED lila leuchtet. Auch hier: Tasten 
loslassen. Das Gerät sucht nun 
automatisch den Sender. 

Das Headset an den Sender an-
schließen.
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Status and indicator light description

SG-R2 SG-R2LSG-T2 SG-T2Plus

Connect the headset to the 3.5mm socket on the transmitter and the earphones to the 3.5mm socket on the 
receiver. Make sure the connectors are properly inserted in place.

One-way

Two-way

Fast
Blue flashing

Slow 
Blue flashingTX

TX

RX

RX

Blue

Automatic Frequency-hopping spread spectrum FHSS
The Smart Go-series has built-in frequency hopping and auto pairing function that will run full-time to avoid 
interference and requires no additional operations.

With the SG-T2, the transmitter and one receiver (SG-R2) can speak simultaneously.
With the SG-T2Plus, the transmitter and two receivers (SG-R2) can speak simultaneously.

Two-Way communication function
Choose SG-T2 or SG-T2Plus transmitter to determine the number of people speaking at the same time:

All participants can hear the entire conversation.

Energy Saving: The transmitter will automatically shut down after 20 minutes of muted, and the receiver 
will automatically shut down after approximately 20 minutes without receiving a signal.

Description of condition Operation methodSystem status indicator

Description of condition Operation methodSystem status indicator

Green 
flashes five times

Green 
flashes twice

Green

Green 

Slow 
Green flashing

Green 
flashes twice

Mic Mute

Two-way mode on

The receiver is sending a call

Press the front button       for 3 seconds to turn 
on the two-way communication function

Press the mute      button briefly to mute the 
transmitter, press the same button again to 
recover

1. Press and held the front talk     button to talk 
2. Double click the front talk     button  to enter 
    the continuous call status

There is a call coming from the 
receiver.

Two-way mode on (depending on the 
transmitter model selected, the system 
allows one or two receivers to speak .)

There is a call coming from the 
receiver.

   1. Antenna
   2. Battery indicator
   3. System status indicator
4-1. Two-way start / Mute button
4-2. Push to Talk button (SG-R2 only)

Transmitter Receiver

   5. Earphone volume adjustment 
   6. Power button
7-1. Headset connector
7-2. Headset or Earphone connector
   8. USB-C charging port

SG-R2 only

   9. Force Shut Down button
 10. Battery compartment

Connected to a headset or earpiece:

Transmitter - Microphone Mute
Receiver - Talk Button

Built-in microphone

Earphone input hole

Lavalier clip

eadset

Both the transmitter and receiver come 
equipped with a built-in microphone, 
allowing users to connect a headset 
or just the earpiece as needed.

or

Pressing the     or     button to decrease or increase the headphone volume. 

Make sure the transmitter is powered on 
and the receiver is paired with it.

Press the mute      button briefly to mute the 
transmitter, press the same button again to 
recover

Press the side power      button

(T2 / T2Plus)

(R2 / R2L)
No transmitter signal received

Mic Mute

Power on
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Status and indicator light description

SG-R2 SG-R2LSG-T2 SG-T2Plus

Connect the headset to the 3.5mm socket on the transmitter and the earphones to the 3.5mm socket on the 
receiver. Make sure the connectors are properly inserted in place.

One-way

Two-way

Fast
Blue flashing

Slow 
Blue flashingTX

TX

RX

RX

Blue

Automatic Frequency-hopping spread spectrum FHSS
The Smart Go-series has built-in frequency hopping and auto pairing function that will run full-time to avoid 
interference and requires no additional operations.

With the SG-T2, the transmitter and one receiver (SG-R2) can speak simultaneously.
With the SG-T2Plus, the transmitter and two receivers (SG-R2) can speak simultaneously.

Two-Way communication function
Choose SG-T2 or SG-T2Plus transmitter to determine the number of people speaking at the same time:

All participants can hear the entire conversation.

Energy Saving: The transmitter will automatically shut down after 20 minutes of muted, and the receiver 
will automatically shut down after approximately 20 minutes without receiving a signal.
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Transmitter Receiver

   5. Earphone volume adjustment 
   6. Power button
7-1. Headset connector
7-2. Headset or Earphone connector
   8. USB-C charging port

SG-R2 only

   9. Force Shut Down button
 10. Battery compartment

Connected to a headset or earpiece:

Transmitter - Microphone Mute
Receiver - Talk Button

Built-in microphone

Earphone input hole

Lavalier clip

eadset

Both the transmitter and receiver come 
equipped with a built-in microphone, 
allowing users to connect a headset 
or just the earpiece as needed.

or

Pressing the     or     button to decrease or increase the headphone volume. 

Make sure the transmitter is powered on 
and the receiver is paired with it.

Press the mute      button briefly to mute the 
transmitter, press the same button again to 
recover

Press the side power      button

(T2 / T2Plus)

(R2 / R2L)
No transmitter signal received
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Status and indicator light description

SG-R2 SG-R2LSG-T2 SG-T2Plus
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receiver. Make sure the connectors are properly inserted in place.
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Automatic Frequency-hopping spread spectrum FHSS
The Smart Go-series has built-in frequency hopping and auto pairing function that will run full-time to avoid 
interference and requires no additional operations.

With the SG-T2, the transmitter and one receiver (SG-R2) can speak simultaneously.
With the SG-T2Plus, the transmitter and two receivers (SG-R2) can speak simultaneously.

Two-Way communication function
Choose SG-T2 or SG-T2Plus transmitter to determine the number of people speaking at the same time:

All participants can hear the entire conversation.

Energy Saving: The transmitter will automatically shut down after 20 minutes of muted, and the receiver 
will automatically shut down after approximately 20 minutes without receiving a signal.
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Status and indicator light description

SG-R2 SG-R2LSG-T2 SG-T2Plus
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receiver. Make sure the connectors are properly inserted in place.
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Automatic Frequency-hopping spread spectrum FHSS
The Smart Go-series has built-in frequency hopping and auto pairing function that will run full-time to avoid 
interference and requires no additional operations.

With the SG-T2, the transmitter and one receiver (SG-R2) can speak simultaneously.
With the SG-T2Plus, the transmitter and two receivers (SG-R2) can speak simultaneously.

Two-Way communication function
Choose SG-T2 or SG-T2Plus transmitter to determine the number of people speaking at the same time:

All participants can hear the entire conversation.

Energy Saving: The transmitter will automatically shut down after 20 minutes of muted, and the receiver 
will automatically shut down after approximately 20 minutes without receiving a signal.
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Status and indicator light description

SG-R2 SG-R2LSG-T2 SG-T2Plus
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receiver. Make sure the connectors are properly inserted in place.

One-way

Two-way

Fast
Blue flashing

Slow 
Blue flashingTX

TX

RX

RX

Blue

Automatic Frequency-hopping spread spectrum FHSS
The Smart Go-series has built-in frequency hopping and auto pairing function that will run full-time to avoid 
interference and requires no additional operations.

With the SG-T2, the transmitter and one receiver (SG-R2) can speak simultaneously.
With the SG-T2Plus, the transmitter and two receivers (SG-R2) can speak simultaneously.

Two-Way communication function
Choose SG-T2 or SG-T2Plus transmitter to determine the number of people speaking at the same time:

All participants can hear the entire conversation.

Energy Saving: The transmitter will automatically shut down after 20 minutes of muted, and the receiver 
will automatically shut down after approximately 20 minutes without receiving a signal.
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Status and indicator light description
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Automatic Frequency-hopping spread spectrum FHSS
The Smart Go-series has built-in frequency hopping and auto pairing function that will run full-time to avoid 
interference and requires no additional operations.

With the SG-T2, the transmitter and one receiver (SG-R2) can speak simultaneously.
With the SG-T2Plus, the transmitter and two receivers (SG-R2) can speak simultaneously.

Two-Way communication function
Choose SG-T2 or SG-T2Plus transmitter to determine the number of people speaking at the same time:

All participants can hear the entire conversation.

Energy Saving: The transmitter will automatically shut down after 20 minutes of muted, and the receiver 
will automatically shut down after approximately 20 minutes without receiving a signal.
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Status and indicator light description
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Automatic Frequency-hopping spread spectrum FHSS
The Smart Go-series has built-in frequency hopping and auto pairing function that will run full-time to avoid 
interference and requires no additional operations.

With the SG-T2, the transmitter and one receiver (SG-R2) can speak simultaneously.
With the SG-T2Plus, the transmitter and two receivers (SG-R2) can speak simultaneously.

Two-Way communication function
Choose SG-T2 or SG-T2Plus transmitter to determine the number of people speaking at the same time:

All participants can hear the entire conversation.

Energy Saving: The transmitter will automatically shut down after 20 minutes of muted, and the receiver 
will automatically shut down after approximately 20 minutes without receiving a signal.
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Status and indicator light description
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Automatic Frequency-hopping spread spectrum FHSS
The Smart Go-series has built-in frequency hopping and auto pairing function that will run full-time to avoid 
interference and requires no additional operations.

With the SG-T2, the transmitter and one receiver (SG-R2) can speak simultaneously.
With the SG-T2Plus, the transmitter and two receivers (SG-R2) can speak simultaneously.

Two-Way communication function
Choose SG-T2 or SG-T2Plus transmitter to determine the number of people speaking at the same time:

All participants can hear the entire conversation.

Energy Saving: The transmitter will automatically shut down after 20 minutes of muted, and the receiver 
will automatically shut down after approximately 20 minutes without receiving a signal.
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Status and indicator light description
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Automatic Frequency-hopping spread spectrum FHSS
The Smart Go-series has built-in frequency hopping and auto pairing function that will run full-time to avoid 
interference and requires no additional operations.

With the SG-T2, the transmitter and one receiver (SG-R2) can speak simultaneously.
With the SG-T2Plus, the transmitter and two receivers (SG-R2) can speak simultaneously.

Two-Way communication function
Choose SG-T2 or SG-T2Plus transmitter to determine the number of people speaking at the same time:

All participants can hear the entire conversation.

Energy Saving: The transmitter will automatically shut down after 20 minutes of muted, and the receiver 
will automatically shut down after approximately 20 minutes without receiving a signal.
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4-2. Push to Talk button (SG-R2 only)

Transmitter Receiver

   5. Earphone volume adjustment 
   6. Power button
7-1. Headset connector
7-2. Headset or Earphone connector
   8. USB-C charging port

SG-R2 only

   9. Force Shut Down button
 10. Battery compartment

Connected to a headset or earpiece:

Transmitter - Microphone Mute
Receiver - Talk Button

Built-in microphone

Earphone input hole

Lavalier clip

eadset

Both the transmitter and receiver come 
equipped with a built-in microphone, 
allowing users to connect a headset 
or just the earpiece as needed.

or

Pressing the     or     button to decrease or increase the headphone volume. 

Make sure the transmitter is powered on 
and the receiver is paired with it.

Press the mute      button briefly to mute the 
transmitter, press the same button again to 
recover

Press the side power      button

(T2 / T2Plus)

(R2 / R2L)
No transmitter signal received

Mic Mute

Power on
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Status and indicator light description

SG-R2 SG-R2LSG-T2 SG-T2Plus

Connect the headset to the 3.5mm socket on the transmitter and the earphones to the 3.5mm socket on the 
receiver. Make sure the connectors are properly inserted in place.

One-way

Two-way

Fast
Blue flashing

Slow 
Blue flashingTX

TX

RX

RX

Blue

Automatic Frequency-hopping spread spectrum FHSS
The Smart Go-series has built-in frequency hopping and auto pairing function that will run full-time to avoid 
interference and requires no additional operations.

With the SG-T2, the transmitter and one receiver (SG-R2) can speak simultaneously.
With the SG-T2Plus, the transmitter and two receivers (SG-R2) can speak simultaneously.

Two-Way communication function
Choose SG-T2 or SG-T2Plus transmitter to determine the number of people speaking at the same time:

All participants can hear the entire conversation.

Energy Saving: The transmitter will automatically shut down after 20 minutes of muted, and the receiver 
will automatically shut down after approximately 20 minutes without receiving a signal.

Description of condition Operation methodSystem status indicator

Description of condition Operation methodSystem status indicator

Green 
flashes five times

Green 
flashes twice

Green

Green 

Slow 
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1. Press and held the front talk     button to talk 
2. Double click the front talk     button  to enter 
    the continuous call status

There is a call coming from the 
receiver.

Two-way mode on (depending on the 
transmitter model selected, the system 
allows one or two receivers to speak .)

There is a call coming from the 
receiver.
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   2. Battery indicator
   3. System status indicator
4-1. Two-way start / Mute button
4-2. Push to Talk button (SG-R2 only)

Transmitter Receiver

   5. Earphone volume adjustment 
   6. Power button
7-1. Headset connector
7-2. Headset or Earphone connector
   8. USB-C charging port

SG-R2 only

   9. Force Shut Down button
 10. Battery compartment

Connected to a headset or earpiece:

Transmitter - Microphone Mute
Receiver - Talk Button

Built-in microphone

Earphone input hole

Lavalier clip

eadset

Both the transmitter and receiver come 
equipped with a built-in microphone, 
allowing users to connect a headset 
or just the earpiece as needed.

or

Pressing the     or     button to decrease or increase the headphone volume. 

Make sure the transmitter is powered on 
and the receiver is paired with it.

Press the mute      button briefly to mute the 
transmitter, press the same button again to 
recover

Press the side power      button
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Status and indicator light description

SG-R2 SG-R2LSG-T2 SG-T2Plus

Connect the headset to the 3.5mm socket on the transmitter and the earphones to the 3.5mm socket on the 
receiver. Make sure the connectors are properly inserted in place.
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Automatic Frequency-hopping spread spectrum FHSS
The Smart Go-series has built-in frequency hopping and auto pairing function that will run full-time to avoid 
interference and requires no additional operations.

With the SG-T2, the transmitter and one receiver (SG-R2) can speak simultaneously.
With the SG-T2Plus, the transmitter and two receivers (SG-R2) can speak simultaneously.

Two-Way communication function
Choose SG-T2 or SG-T2Plus transmitter to determine the number of people speaking at the same time:

All participants can hear the entire conversation.

Energy Saving: The transmitter will automatically shut down after 20 minutes of muted, and the receiver 
will automatically shut down after approximately 20 minutes without receiving a signal.
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There is a call coming from the 
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Two-way mode on (depending on the 
transmitter model selected, the system 
allows one or two receivers to speak .)

There is a call coming from the 
receiver.
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4-1. Two-way start / Mute button
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   5. Earphone volume adjustment 
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7-2. Headset or Earphone connector
   8. USB-C charging port

SG-R2 only

   9. Force Shut Down button
 10. Battery compartment

Connected to a headset or earpiece:

Transmitter - Microphone Mute
Receiver - Talk Button

Built-in microphone

Earphone input hole

Lavalier clip

eadset

Both the transmitter and receiver come 
equipped with a built-in microphone, 
allowing users to connect a headset 
or just the earpiece as needed.
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Pressing the     or     button to decrease or increase the headphone volume. 

Make sure the transmitter is powered on 
and the receiver is paired with it.

Press the mute      button briefly to mute the 
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Status and indicator light description

SG-R2 SG-R2LSG-T2 SG-T2Plus

Connect the headset to the 3.5mm socket on the transmitter and the earphones to the 3.5mm socket on the 
receiver. Make sure the connectors are properly inserted in place.
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Automatic Frequency-hopping spread spectrum FHSS
The Smart Go-series has built-in frequency hopping and auto pairing function that will run full-time to avoid 
interference and requires no additional operations.

With the SG-T2, the transmitter and one receiver (SG-R2) can speak simultaneously.
With the SG-T2Plus, the transmitter and two receivers (SG-R2) can speak simultaneously.

Two-Way communication function
Choose SG-T2 or SG-T2Plus transmitter to determine the number of people speaking at the same time:

All participants can hear the entire conversation.

Energy Saving: The transmitter will automatically shut down after 20 minutes of muted, and the receiver 
will automatically shut down after approximately 20 minutes without receiving a signal.
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There is a call coming from the 
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allows one or two receivers to speak .)
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SG-R2 only

   9. Force Shut Down button
 10. Battery compartment

Connected to a headset or earpiece:

Transmitter - Microphone Mute
Receiver - Talk Button
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Earphone input hole
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Both the transmitter and receiver come 
equipped with a built-in microphone, 
allowing users to connect a headset 
or just the earpiece as needed.
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Pressing the     or     button to decrease or increase the headphone volume. 

Make sure the transmitter is powered on 
and the receiver is paired with it.
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recover
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Kopfhörer/Headset an die Emp-
fänger anschließen.

Halten Sie die Dialogfunktion-Taste  
für 3 Sekunden gedrückt, um die Dia-
logfunktion zu aktivieren. Die LED-An- 
zeige leuchtet bei aktivierter Dialog-
funktion grün. 

Drücken Sie die Sprechtaste, um das 
Mikrofon stummzuschalten. Blinkt die 
Anzeige blau, ist das Mikrofon stumm-
geschaltet.

Dialogfunktion nutzen

Halten Sie bei dem Empfänger (Lis- 
ten & Talk) die vordere Sprechtaste ge-
drückt, um das Mikrofon zu aktivieren. 
Drücken Sie die vordere Sprechtaste 
zweimal kurz hintereinander, um das 
Mikrofon dauerhaft zu aktivieren. Der 
Teilnehmer wird nun von der Gruppe 
gehört.  

BMS Audio GmbH 
Roßfelder Straße 65/5
D-74564 Crailsheim

Telefon:
+49 7951 9622 0

Web: 
info@bmsaudio.com 
www.bmsaudio.de
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Status and indicator light description

SG-R2 SG-R2LSG-T2 SG-T2Plus

Connect the headset to the 3.5mm socket on the transmitter and the earphones to the 3.5mm socket on the 
receiver. Make sure the connectors are properly inserted in place.

One-way

Two-way

Fast
Blue flashing

Slow 
Blue flashingTX

TX

RX

RX

Blue

Automatic Frequency-hopping spread spectrum FHSS
The Smart Go-series has built-in frequency hopping and auto pairing function that will run full-time to avoid 
interference and requires no additional operations.

With the SG-T2, the transmitter and one receiver (SG-R2) can speak simultaneously.
With the SG-T2Plus, the transmitter and two receivers (SG-R2) can speak simultaneously.

Two-Way communication function
Choose SG-T2 or SG-T2Plus transmitter to determine the number of people speaking at the same time:

All participants can hear the entire conversation.

Energy Saving: The transmitter will automatically shut down after 20 minutes of muted, and the receiver 
will automatically shut down after approximately 20 minutes without receiving a signal.

Description of condition Operation methodSystem status indicator

Description of condition Operation methodSystem status indicator
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Slow 
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flashes twice

Mic Mute

Two-way mode on

The receiver is sending a call

Press the front button       for 3 seconds to turn 
on the two-way communication function

Press the mute      button briefly to mute the 
transmitter, press the same button again to 
recover

1. Press and held the front talk     button to talk 
2. Double click the front talk     button  to enter 
    the continuous call status

There is a call coming from the 
receiver.

Two-way mode on (depending on the 
transmitter model selected, the system 
allows one or two receivers to speak .)

There is a call coming from the 
receiver.

   1. Antenna
   2. Battery indicator
   3. System status indicator
4-1. Two-way start / Mute button
4-2. Push to Talk button (SG-R2 only)

Transmitter Receiver

   5. Earphone volume adjustment 
   6. Power button
7-1. Headset connector
7-2. Headset or Earphone connector
   8. USB-C charging port

SG-R2 only

   9. Force Shut Down button
 10. Battery compartment

Connected to a headset or earpiece:

Transmitter - Microphone Mute
Receiver - Talk Button

Built-in microphone

Earphone input hole

Lavalier clip

eadset

Both the transmitter and receiver come 
equipped with a built-in microphone, 
allowing users to connect a headset 
or just the earpiece as needed.

or

Pressing the     or     button to decrease or increase the headphone volume. 

Make sure the transmitter is powered on 
and the receiver is paired with it.

Press the mute      button briefly to mute the 
transmitter, press the same button again to 
recover

Press the side power      button

(T2 / T2Plus)
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No transmitter signal received
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Status and indicator light description

SG-R2 SG-R2LSG-T2 SG-T2Plus

Connect the headset to the 3.5mm socket on the transmitter and the earphones to the 3.5mm socket on the 
receiver. Make sure the connectors are properly inserted in place.

One-way

Two-way

Fast
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Slow 
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TX

RX

RX
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Automatic Frequency-hopping spread spectrum FHSS
The Smart Go-series has built-in frequency hopping and auto pairing function that will run full-time to avoid 
interference and requires no additional operations.

With the SG-T2, the transmitter and one receiver (SG-R2) can speak simultaneously.
With the SG-T2Plus, the transmitter and two receivers (SG-R2) can speak simultaneously.

Two-Way communication function
Choose SG-T2 or SG-T2Plus transmitter to determine the number of people speaking at the same time:

All participants can hear the entire conversation.

Energy Saving: The transmitter will automatically shut down after 20 minutes of muted, and the receiver 
will automatically shut down after approximately 20 minutes without receiving a signal.
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on the two-way communication function

Press the mute      button briefly to mute the 
transmitter, press the same button again to 
recover

1. Press and held the front talk     button to talk 
2. Double click the front talk     button  to enter 
    the continuous call status

There is a call coming from the 
receiver.

Two-way mode on (depending on the 
transmitter model selected, the system 
allows one or two receivers to speak .)

There is a call coming from the 
receiver.
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4-1. Two-way start / Mute button
4-2. Push to Talk button (SG-R2 only)

Transmitter Receiver

   5. Earphone volume adjustment 
   6. Power button
7-1. Headset connector
7-2. Headset or Earphone connector
   8. USB-C charging port

SG-R2 only

   9. Force Shut Down button
 10. Battery compartment

Connected to a headset or earpiece:

Transmitter - Microphone Mute
Receiver - Talk Button

Built-in microphone

Earphone input hole

Lavalier clip

eadset

Both the transmitter and receiver come 
equipped with a built-in microphone, 
allowing users to connect a headset 
or just the earpiece as needed.

or

Pressing the     or     button to decrease or increase the headphone volume. 

Make sure the transmitter is powered on 
and the receiver is paired with it.

Press the mute      button briefly to mute the 
transmitter, press the same button again to 
recover

Press the side power      button
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Weitere Hinweise finden Sie in der Bedienungsanleitung.


